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ACCEPTED VENDORS: 
SUNSOURCE - WARREN FLUID POWER 
6510 NORTH FRANKLIN 
DENVER CO 80229 
800-284-0026 
MANUFACTURER: 
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This drawing defines the overall geometry and performance specifications of the 
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-1 VALVE 


VENDOR P/N: SBV11-8-C-A 6T-24D W P-00 
TYPE: BI-DIRECTIONAL, NORMALLY 
CLOSED SOLENOID VALVE 
APPLICATION PRESSURE: 5000psi 
CARTRIDGE FATIGUE PRESSURE: 4500psi 
RATED FLOW: 15USgpm 
TEMPERATURE RANGE: -40 TO 212 F 
VALVE BODY MATERIAL: ANODIZED 
ALUMINUM 
SOLENOID MATERIAL: ZINC PLATED STEEL 
VOLTAGE RATING: 24VDC 
POWER RATING: 23W 
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VENDOR P/N: SBV11-8-O-A 6T-24D W P-00 
TYPE: BI-DIRECTIONAL, NORMALLY OPEN 
SOLENOID VALVE 
APPLICATION PRESSURE: 5000psi 
CARTRIDGE FATIGUE PRESSURE: 4500psi 
RATED FLOW: 15USgpm 
TEMPERATURE RANGE: -40 TO 212 F 
VALVE BODY MATERIAL: ANODIZED 
ALUMINUM 
SOLENOID MATERIAL: ZINC PLATED STEEL 
VOLTAGE RATING: 24VDC 
POWER RATING: 23W 


